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Press either        or        button to select the region number.

Body composition analyser

Manual 
HCS-FS02 series 

For use in Hong Kong, Singapore 
and the Philippines only.

Precautions
DANGER WARNING

Never use this product with the 
following medical electronic devices.

Never judge the measurement results yourself (or do such things as 
evaluate measurements or base an exercise plan on this).
Weight loss and therapeutic exercise based on self-judgment may 
be bad for your health. Always follow the instructions of a certified 
professional.
Do not step on the edge of the analyser, jump on the analyser, or 
jump up and down on the analyser. Doing so may cause you to fall 
or slip, resulting in serious injury.
Do not use the analyser on a slippery surface, such as a tile surface 
or wet floor. Doing so may cause you to fall or slip, resulting in 
serious injury. Furthermore, water may get inside the analyser and 
cause a breakdown.
Never modify, disassemble, or repair the analyser. This may cause 
an unexpected accident or other trouble.
Do not mix different types of batteries together or old batteries with 
fresh ones. Doing so may cause battery leakage and failure.

(1) Pacemakers and other implantable 
 medical electronic devices
(2) Heart-lung machines and other 
 artificial life-support medical
 electronic devices
(3) Electrocardiographs and other
 wearable medical electronic devices
This analyser passes a weak electric 
current through the body and may 
cause the above-mentioned devices 
to malfunction, resulting in an 
accident or serious injury. •

•

•

•

•

•

Setting the region number

Specification * Please note that all the specifications for the settings information, except 'weight', are presumptions calculated with weight  
or resistance value. BMI is the calculated value.

Maximum weight measurement approximately 150 kg
2.5 to 100 kg：50 g    over 100 kg：100 g
2.5 to 75 kg：± 100 g    75 to 100 kg：± 150 g    100 to 150 kg：± 300 g
weight comparison -9.9 to 9.9 kg: 100 g *compares to the previous weight

0.1
0.1%
9 levels

9 levels
1 to 30
6 levels
0.1kg
500 to 3000kcal/day: 1kcal
5 regions
2017/1/1 to 2050/12/31
0：00 to 23：59（24-hour notation）
4 people
1900/1/1 to 2040/12/31
Male/ Female
100.0 to 250.0cm：0.5cm

5 to 75%：0.1%

BMI
body fat percentage
body fat percentage standards
skeletal muscle percentage
skeletal muscle percentage standards
visceral fat level
visceral fat level standards
bone quantity
basal metabolism
area/region
dates
time
user registration
date of birth
sex
heights
DC4.5V / dry cell AAA battery × 3
0 to 40°C     0 to 90％ RH
approximately 1.0 kg（excluding batteries）
approximately W270 × D230 × H23 mm
AAA battery（R03）× 3

Weight capacity
Weight increments
Scale unit of measurement

Settings

Power consumption
Operating temperature and humidity ranges
Weight
Dimensions
Sample batteries

Your geographical location, longitude and latitude, affects your gravity, so you need to select the 
appropriate region number to get an accurate measurement.
Because this product is designed for use in Japan, specific regions are not available for every 
country. This can affect your measurements by up to 100g either way. Please select region no.5 for 
Hong Kong, Singapore and the Philippines(Manila).

Hold down the         (power) button untill the '地域' (region) number flashes.

  When you first turn on the analyser or after changing the batteries, 
press the (power) button to display the region setting mode.
To change the region number, hold down the        (power) button that 
turns the analyser on.

地

域

Press the       (setting) button. The region number will be set.

Part names

Displaypanel

Electrodes Electrodes

Battery cover

Operation section Battery exchange display
(Switches on when the battery must be replaced.)

Operation confirmation display
(Switches on if an operation button is pressed.)

Display 
section 

Level display (Displays the evaluation result.) 

(Low) (Normal) (High)

Power button
(Press to switch the power on or off. The power 
also switches on when you step on the analyser. 
In such cases, the user number is recognized 
automatically.)

(Press and hold to change quickly.)

(Press and hold to 
change quickly.)

(Press when measuring only your 
weight, or the weight of a baby or pet.)

(Press to register, edit, or check users. Press to enter settings during 
configuration. Press and hold to return to the previous setting.)

Left button (Back)

Weight mode button

Right button (forward)

Enter button

Using the analyser
Inserting the batteries

On the rear surface of the analyser, push 
the battery cover in the direction of the 
arrow, and then remove it.

Place the analyser on a hard flat surface, such as a wooden floor.
Do not place the analyser on any of the following surfaces. Doing so may cause errors in the 
measurement values.

Insert the 3 included size AAA batteries 
after checking the polarity (    /   ). The 
side with the spring is the negative (   ) 
side.

Attach the battery cover.

Placing the analyser

 Sloped floor
 Soft surface, such as a rug

Measures only your weight. For the measurement method, see the next page.

Measuring the weight of a baby or pet

Measuring only your weight

Displays the difference in weight between the 1st and 2nd measurements to measure the 
weight of a baby or pet. For the measurement method, see the next page.

The following 3 methods can be used to measure with this analyser.

Measuring body composition

Measure after automatic recognition of the user

The power is switched on and measurement is started by simply stepping on the analyser.
In addition, the user is recognized automatically from the registered users, and the measurement 
results are recorded. (Limited to when the user number has been specified and measurement 
has been performed at least once in the past.)

Step on while the power is off Measuring User number is displayed

Measure after specifying the user number

Measure using Guest mode

Specify the number of a registered user, and then measure. The user is matched reliably with 
their registered data (more so than with automatic user recognition), and then the measurement 
results are displayed. For the user registration and measurement methods, see the next page.

An unregistered user can be measured. The measurement values cannot be recorded. For the 
measurement method, see the next page.

The analyser was stored standing up

The analyser was picked up and moved

The automatic 0.00 kg calibration and 
correction function 

When the measurement values are obviously incorrect, perform the following procedure, and then measure again.

Press the Enter button (     ).

体重

Make sure that “0.00kg” is 
displayed. 

Press the Power button (    ) 
to switch off the power. 

Place the analyser on a hard flat 
surface. 

Make sure that “            ” is displayed. 
Do not place anything on the analyser 
or apply weight to the analyser while 
“            ” is displayed.

The power is switched on and measurement is started by 
simply stepping on the analyser. Accordingly, the analyser is 
calibrated automatically to 0.00 kg periodically while the power 
is switched off. However, calibration may not be performed 
correctly in the situations listed below. Before using the 
analyser for measurement, always place the analyser on a 
hard surface with nothing on top of the analyser, and then 
press either the Power button (     ) or Enter button (      ).  

The analyser was stored with something on top of the 
analyser

Press either the Power button (    ) 
or Enter button (     ).



Make sure that the power is off, and 
then press the Weight mode button (    ). 

Choose either “         ” (Male) or “        ” 
(Female) for the sex, and then press 
the Enter button (     ). 

Reading the standards

Using the analyser * The region, date, and time must be configured during the first start-up and battery replacement.

: User

: Age

: Date of birth

: Region where you are

: Height

: Years  (Age)
: Year  (Date of birth)

: Guest

: Male

: Female

: Change

: Delete
: Weight mode

: 
  
  

: Month

: Day

: Low

: Normal

: High

: Body mass index

: Body fat %

: Skeletal muscle %

: Bone quantity

: Basal metabolism

: Visceral fat level

Registering a user

Checking measurement results

Measure using Guest mode

Understanding the standards of the visceral fat level
(Weighing your baby or pet) 

Weighing only your weight

Level Evaluation Understanding the evaluation

1 to 10 Normal        

11 to 14  
 

15 to 18
       

      
 

19 to 30
 

     
  

: 
  

* 

* 

(1) Visceral fat level (2) Difference with previous (3) BMI (7) Basal metabolism(6) Bone quantity(4) Body fat % (5) Skeletal muscle %

* Measurement ranges have been established for each measurement item. If the measurement range was exceeded, either      or      is displayed.

(     ).

Step off the analyser. 

     
“0.00kg” is displayed.

Date of birth Month Day

Year

Height

Age
Years

The user number is entered.

The year of birth is entered.

The month of birth is entered.

The day of birth is entered.

The sex is entered.
Press the Power button (    ).

Press the Power button (    ).

The analyser enters Guest mode.

The age is entered.

The sex is entered.

     
 “0.00kg” is displayed.

Problem Check points 

“ ” appears on the display section 

(error) is displayed

(error) is displayed

  
 

“ ”  

“ ”   
     

 

  

“ ”  

Troubleshooting

ELECOM CO.,LTD. 
www.elecom.co.jp/global/

Manual and Safety precautions

©2017 ELECOM Co., Ltd. All Rights Reserved.

•
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•

•  

ELECOM Sales Hong Kong Ltd.
2/F, Block A, 2-8 Watson Road, 
Causeway Bay, Hong Kong 
TEL : +852 2806 - 3600  
FAX : +852 2806 - 3300
email : info@elecom.asia 

ELECOM Singapore Pte. Ltd 33 
UBI AVENUE 3 # 03-56. VERTEX 
SINGAPORE (408868) TEL : +65 
6347 - 7747   
FAX : +65 6753 - 1791

新宜麗客(上海)商貿有限公司 
上海市徐汇区肇嘉浜路1065甲号1603H室電
話 : +86 (0) 40 - 0867 - 3568 
www.elecom.cn

Difference with 
previous weight

Difference with 
previous 
measurement

Make sure that the power is off, and 
then press and hold the Enter button  

Select a user number (the flashing 
number), and then press the Enter 
button (     ).  

Display a day of birth, and then press  
the Enter button (     ).

Display a year of birth, and then press 
the Enter button (     ). 

Choose either “         ” (Male) or “        ” 
(Female) for the sex, and then press the 
Enter button (     ). 

Display a month of birth, and then 
press the Enter button (     ). 

A user-number selection screen is 
displayed. 

Display the height of the registrant, 
and then press the Enter button (     ). 
The height is entered, and the screen 
changes to the setting confirmation 
screen.  

Height can be configured in units of 
0.5 cm. 

Using the data that was entered, 
“Sex” flashes, “Date of birth” ,  
“Age” , and “Height” are displayed in 
order, and then “0.00kg” is displayed.  

Measure after specifying the 
user number

A user-number selection screen is 
displayed. 
Select a user number (the flashing 
number), and then press the Enter 
button (     ). 
The selected user is entered, and 
then “0.00kg” is displayed. 
Carefully step on the analyser to 
start measurement. 

A user-number selection screen is 
displayed.
Press either     or     to select          
(Guest), and then press the Enter 
button (     ). 

Display the age of the guest, and 
then press the Enter button (     ). 

Display the height of the registrant, 
and then press the Enter button (     ). 
The height is entered, and the screen 
changes to the setting confirmation 
screen. 

Height can be configured in units of 
0.5 cm. 

Using the data that was entered, 
“Sex” flashes, “Age” and “Height” are  
displayed in order, and then “0.00kg” 
is displayed.  
Carefully step on the analyser to start 
measurement.

If no operations are performed at the 
setting screens for 30 seconds, the 
power switches off automatically.  
If the power is switched off during 
configuration, perform the procedure 
again from the beginning. 

Taking a measurement using 
Baby Weight function

Carefully step on the analyser while 
holding your baby or pet.
The reading will be finalized after the 
number blinks twice. 

The Baby Weight function 
automatically starts up, 
and “0.00 kg” is displayed.  
Carefully step on the analyser by 
yourself. 
The measurement starts. 
Stand still, and remain upright 
until the measurement 
completes. 
The reading will be finalized after the 
number blinks two times, and the 
weight of the baby or pet is displayed. 

When standing on the analyzer holding 
a baby or pet, looking down at your 
feet will be hard. Take care not to 
stand near the edge of the analyzer. 
You may fall and hurt yourself.    

If you do not step off the analyser within 
30 seconds after the measurement result  
mentioned in above     is displayed, or if 
the analyser has been left untouched for 
3 minutes while "0.00 kg" is displayed 
after you have stepped off it, the power 
switches off automatically. 

Make sure that the power is off, and 
then press the Weight mode button (   ).

Carefully step on the 
analyser.  
The measurement starts. 
Stand still, and remain 
upright until the 
measurement completes.      

The measurement 
result is displayed. 

The measurement result will continue to be 
displayed while you stand on the analyser.  
The power will turn OFF automatically after 
30 seconds have passed.
When you step off the analyser,  the 
Baby Weight function automatically 
starts up, and “0.00 kg” is displayed.     

When you measure in the Weight mode, 
the analyser does not measure your body 
composition, such as visceral fat level or  
body fat percentage.  If you want to 
measure your body composition, register 
your information before measurement, or 
measure in the Guest mode.

High (1)
- Slightly high -

High (2)
- High -

High (3)
- Very high -

Your level of stored visceral fat is not high. Continue making a habit of 
balanced meals and moderate exercise.
Your level of stored visceral fat is slightly high. Review your current lifestyle 
habits, and make a habit of balanced meals and moderate exercise.
Your level of stored visceral fat is high. Firstly, be careful not to eat and drink 
too much. Try to eat meals that leave you 70% to 80% full. It is best to 
attempt exercise after your body has started to feel lighter.
Your level of stored visceral fat is very high. Review your lifestyle habits. In 
particular, do not eat and drink too much. Switch to meals that leave you 
60% to 70% full. Consult with a doctor if you have any concerns.

                (error) is displayed 
during measurement

Switch or exchange the batteries.

Did you step on the analyser during automatic correction (          ).

Are the bottoms of your feet dirty?
Did you try to measure with socks or other footwear still on?

Did you move during measurement? How is your standing 
position or posture?

A customer who purchases outside Japan should contact the local retailer in the country of purchase for enquiries. In “ELECOM 
CO., LTD. (Japan)”, no customer support is available for enquiries about purchases or usage in/from any countries other than 
Japan. Also, no foreign language other than Japanese is available. Replacements will be made under stipulation of the Elecom 
warranty, but are not available from outside of Japan.

ELECOM CO., LTD. owns the copyright of this manual.
Copying/reprinting any part, or the whole of this manual without written permission from 
ELECOM is prohibited.
The specification or appearance of this product might be changed without prior notice 
to improve the product quality.
To export the part of this product applicable to strategic goods or services, export or service 
trading permission according to foreign currency laws is necessary.
ELECOM is not responsible for any damages to, or failure of other devices caused by using 
this product.

Body Composition Analyser 

1st edition December 28th 2017
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按下      或      按钮，选择地区编号。

长按      （电源）按钮，直至“地域（地区）”编号闪烁。
  刚开启体检称时，或更换电池后，请长按      （电源）按钮，直至
“地区”编号闪烁。
如需变更地区编号，请长按      （电源）按钮，开启体检称。
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体检称
使用说明书
HCS-FS02 系列

为了安全地使用

请绝对不要与下述这种医用电气设备
一同使用。
(1) 起搏器等体内植入型医用电气设备
(2) 人工心肺等生命维持用医用电气

设备
(3) 心电图描记器等穿戴型医用电气

设备
本体会使微弱的电流流经体内，因此上
述设备可能会引发错误动作，导致发生
事故或对身体造成显著的伤害。

请不要自己判断测量结果（测量值的评价、基于其结果的运动菜单等）。
基于自己判断的减重和运动疗法会成为损害健康的原因。请务必遵循有
资格专家的指示。
请勿站上、骑上或跳上本体端部。否则，可能会摔倒、滑倒而导致受重伤。
请不要在瓷砖面或潮湿的地板等容易滑倒的地方使用。
否则，可能会摔倒、滑倒而导致受重伤。同时，会导致本体内部进水、发生
故障。
请绝对不要进行改装、拆卸和修理。否则，有可能会发生意外事故、或
故障。
请勿将不同种类电池或新旧电池混用。否则，会导致电池泄漏和故障。•

•
•

•
•

•

设置地区编号

规格 * 请注意，设置信息中的所有规格，除“重量”外，都是根据重量或阻力值计算的。BMI 为计算值。

最大测量重量 约 150 kg
2.5 ~ 100 kg：50 g    100 kg ~：100 g
2.5 ~ 75 kg：± 100 g    75 ~ 100 kg：± 150 g    100 ~ 150 kg：± 300 g
重量比较 -9.9 ~ 9.9 kg：100 g *与上次之差

0.1
0.1%
9 级

9 级
1 ~ 30
6 级
0.1kg
500 ~ 3000kcal/天：1kcal
5 个地区
2017/1/1 至 2050/12/31
0:00 ~ 23:59（24 小时制）
4 人
1900/1/1 至 2040/12/31
男/女
100.0 ~ 250.0 cm：0.5 cm

5 ~ 75%：0.1%

BMI
体脂率
体脂率标准
骨骼肌率
骨骼肌率标准
内脏脂肪水平
内脏脂肪水平标准
骨量
基础代谢
地区/区域
日期
时间
用户注册
出生日期
性别
身高
三节 DC4.5V/AAA 干电池
0 ~ 40°C，相对湿度低于 90% 
约 1.0 kg （不含电池）
约为 长270 × 宽230 × 高23 mm
三节 AAA 电池(R03)

承重能力
重量增加
测量单位

设置

能耗
工作温度和湿度范围
重量
尺寸
试样电池

地理位置和经纬度都会对您的体重带来影响，所以选择适当的地区编号，才能得到准确的测量结果。
由于本产品的设计用途是在日本使用，所以每个国家都有特定地区不能使用。否则，会导致最多 
100g 的测量偏差。请为香港选择地区编号 5。

地

域

按下       （设置）按钮。设置地区编号。

各部位名称
显示面板

电极 电极

电池盖

操作单元

显示单元

使用方法
装入电池

向箭头方向按压本体背面的电池盖将其
取下。

请将本体水平放置在木制地板等硬实的地方上。
请勿放置在以下的地方上。否则，测量值中可能会出现误差。
• 倾斜的地板
• 地毯等柔软的地板

安装电池盖。

安装本体

只测量体重。测量方法参见下页。

测量婴儿或宠物的体重

只测量体重
显示第 1次和第 2次测量的体重差异，测量婴儿或宠物的体重。测量方法参见下页。

用本体进行测量的方法有以下 3 种。
测量身体组成

自动识别用户进行测量
站上即接通电源开始测量。
另外，从用户注册的人中自动识别测量者，并记录测量结果。（仅在曾经指定一 次
用户号进行了测量的情况下。）

指定用户号进行测量

以来宾模式进行测量

指定用户注册的人的用户号进行测量。根据自动识别用户进行测量的步骤，与本人
的注册数据进行对照，并显示测量结果。用户的注册方法、测量方法参照参见下页。

可以测量未进行用户注册的人。不能记录测量值。测量方法参见下页。

体重

*仅限在香港、新加坡和
菲律宾使用。

危险 警告 电池更换显示
（在需要更换电池时点亮。）

操作确认显示
（当按下操作按钮时点亮。）

水平显示（将显示判断结果。）

右按钮（前进）（长按就会变为快进。）

电源按钮
（在 ON/OFF 电源时按下。直接站在本体上也可以
接通电源。在该情况下，将自动识别用户号。）

( 低 ) ( 标准 ) ( 高 )

左按钮（倒退）
（长按就会变为
快进。）

设置按钮
（在用户登录 / 更改 / 确认时按下。在进行各种设置的情况下，
在确定设置时按下。长按将返回前 1 个设置。）

体重模式按钮
（只测量体重，或是测量婴儿或
宠物的体重时按下。）

确认电极（⊕／⊖）后装入附属的 3只七 
号干电池。带弹簧的一侧是⊖。

在电源 OFF 的状态下站上 正在测量 用户号显示

站上本体即接通电源开始测量。因此，在电源切断时
将定期自动进行 0.00kg 校正。但是，在如下情况下
可能无法正确地进行校正，因此在使用前，请务必在
不放置任何物品的状态下、将本体放置在硬实的地
方，按下      （电源）按钮或      （设置）按钮后再进行
测量。
• 立放保管时
• 在本体上放置物品保管时
• 携带本体移动时

■关于 0.00kg 自动校正补偿功能

请确认显示了 “           ”。
在显示 “           ”过程中，请不要在本
体上放置物品、或测量体重。

     按下（电源）按钮或      （设置）按钮。

请将本体放置在硬实的地方。      按下（设置）按钮。
测量值明显错误时，请在进行以下操作之后重新测量。

按下     （电源）按钮，切断电源。

 请确认显示了 “0.00kg”。



Make sure that the power is off, and 
then press the Weight mode button (    ). 

Choose either “         ” (Male) or “        ” 
(Female) for the sex, and then press 
the Enter button (     ). 

判断标准的读法

MSC-HCS-FS02-HK_zhcn_ver.111

Registering a user

测量结果的确认

Measure using Guest mode

内脏脂肪水平的判断标准的理解方式
(Weighing your baby or pet) 

Weighing only your weight

       

  
 

 
       

      
 

 
     

  

(     ).

Step off the analyser. 

     
“0.00kg” is displayed.

Date of birth Month Day

Year

Height

Age
Years

The user number is entered.

The year of birth is entered.

The month of birth is entered.

The day of birth is entered.

The sex is entered.
Press the Power button (    ).

Press the Power button (    ).

The analyser enters Guest mode.

The age is entered.

The sex is entered.

     
 “0.00kg” is displayed.

Problem Check points 

“ ” appears on the display section 

(error) is displayed

(error) is displayed

  
 

“ ”  

“ ”   
     

 

  

“ ”  

这种时候

ELECOM CO.,LTD. 
www.elecom.co.jp/global/

 

 
  

 

 
   ELECOM Sales Hong Kong Ltd.

2/F, Block A, 2-8 Watson Road, 
Causeway Bay, Hong Kong
TEL ：+852 2806 - 3600
FAX ：+852 2806 - 3300
email ：info@elecom.asia 

ELECOM Singapore Pte. Ltd 33 
UBI AVENUE 3 # 03-56. VERTEX 
SINGAPORE (408868) TEL ：+65 
6347 - 7747
FAX ：+65 6753 - 1791

新宜麗客(上海)商貿有限公司 
上海市徐汇区肇嘉浜路1065甲号1603H室電
話 ：+86 (0) 40 - 0867 - 3568 
www.elecom.cn

Select a user number (the flashing 
number), and then press the Enter 
button (     ).  

Display a day of birth, and then press  
the Enter button (     ).

Display a year of birth, and then press 
the Enter button (     ). 

Choose either “         ” (Male) or “        ” 
(Female) for the sex, and then press the 
Enter button (     ). 

Display a month of birth, and then 
press the Enter button (     ). 

A user-number selection screen is 
displayed. 

Display the height of the registrant, 
and then press the Enter button (     ). 
The height is entered, and the screen 
changes to the setting confirmation 
screen.  

Height can be configured in units of 
0.5 cm. 

Using the data that was entered, 
“Sex” flashes, “Date of birth” ,  
“Age” , and “Height” are displayed in 
order, and then “0.00kg” is displayed.  

Measure after specifying the 
user number

A user-number selection screen is 
displayed. 
Select a user number (the flashing 
number), and then press the Enter 
button (     ). 
The selected user is entered, and 
then “0.00kg” is displayed. 
Carefully step on the analyser to 
start measurement. 

A user-number selection screen is 
displayed.
Press either     or     to select          
(Guest), and then press the Enter 
button (     ). 

Display the age of the guest, and 
then press the Enter button (     ). 

Display the height of the registrant, 
and then press the Enter button (     ). 
The height is entered, and the screen 
changes to the setting confirmation 
screen. 

Height can be configured in units of 
0.5 cm. 

Using the data that was entered, 
“Sex” flashes, “Age” and “Height” are  
displayed in order, and then “0.00kg” 
is displayed.  
Carefully step on the analyser to start 
measurement.

Taking a measurement using 
Baby Weight function

Carefully step on the analyser while 
holding your baby or pet.
The reading will be finalized after the 
number blinks twice. 

The Baby Weight function 
automatically starts up, 
and “0.00 kg” is displayed.  
Carefully step on the analyser by 
yourself. 
The measurement starts. 
Stand still, and remain upright 
until the measurement 
completes. 
The reading will be finalized after the 
number blinks two times, and the 
weight of the baby or pet is displayed. 

When standing on the analyzer holding 
a baby or pet, looking down at your 
feet will be hard. Take care not to 
stand near the edge of the analyzer. 
You may fall and hurt yourself.    

If you do not step off the analyser within 
30 seconds after the measurement result  
mentioned in above     is displayed, or if 
the analyser has been left untouched for 
3 minutes while "0.00 kg" is displayed 
after you have stepped off it, the power 
switches off automatically. 

Make sure that the power is off, and 
then press the Weight mode button (   ).

Carefully step on the 
analyser.  
The measurement starts. 
Stand still, and remain 
upright until the 
measurement completes.      

The measurement 
result is displayed. 

The measurement result will continue to be 
displayed while you stand on the analyser.  
The power will turn OFF automatically after 
30 seconds have passed.
When you step off the analyser,  the 
Baby Weight function automatically 
starts up, and “0.00 kg” is displayed.     

When you measure in the Weight mode, 
the analyser does not measure your body 
composition, such as visceral fat level or  
body fat percentage.  If you want to 
measure your body composition, register 
your information before measurement, or 
measure in the Guest mode.

                (error) is displayed 
during measurement

Switch or exchange the batteries.

Did you step on the analyser during automatic correction (          ).

Are the bottoms of your feet dirty?
Did you try to measure with socks or other footwear still on?

Did you move during measurement? How is your standing 
position or posture?

日本以外地区客户购买本产品时应联系所在国零售商查询。“ELECOM CO., LTD. （Japan）”仅为日本客户提供有关本产品购买
或使用的支持。同样，本产品仅提供日语版本。产品更换将按照 Elecom 的保修条款规定进行，在日本以外地方不提供更换。

•

•

•

•

•  

本手册版权归 ELECOM CO., LTD. 所有。
未经 ELECOM 书面许可，不得复印/翻印本手册的任何或全部内容。
为改进产品质量，本产品规格或外观可能发生变更，恕不另行通知。
本产品部件属于战略物资或服务范畴，如要出口，必须根据外汇及外贸管制法律取得出口
或服务贸易许可。
对于因使用本产品造成的其他设备的损坏或故障，ELECOM 概不承担任何责任。

Manual and Safety precautions

©2017 ELECOM Co., Ltd. All Rights Reserved.

Body Composition Analyser

1st edition, December 28th 2017

：用户
：来宾
：男

：女
：更改
：删除
：体重模式

：年龄

：出生日期

：地区

：身高

：岁
：年（出生日期）

：体重差

使用方法 ※在首次启动和更换电池时，需要设置地区和日期时间。

：与上次之差 ：月
：日
：低
：标准
：高

：身体质量指数
：体脂肪率%

：骨骼肌率%

：骨量
：基础代谢
：内脏脂肪水平

确认未接通电源，并长按      （设置）
按钮。
此时将显示选择用户号的画面。

■注册用户

■指定用户号并进行测量

■以来宾模式进行测量

身高的设置是以 0.5cm 为单位的。

身高的设置是以 0.5cm 为单位的。

出生日期 月 日

年

年龄 岁

身高
选择用户号（闪烁的编号），并按下      
（设置）按钮。
确定用户号。

显示出生年份，按下      （设置）按钮。
确定出生年份。

显示出生月份，按下      （设置）按钮。
确定出生月份。

显示注册者的身高，按下      （设置）
按钮。
确定身高，并转至设置内容确认画面。

按下     （电源）按钮。
此时将显示选择用户号的画面。

显示来宾的年龄，按下      （设置）按钮。
确定年龄。

显示注册者的身高，按下      （设置）按
钮。
确定身高，并转至设置内容确认画面。

根据输入的数据，“性别”将点亮，在按
“年龄”→“身高”的顺序显示后，将显示
“0.00kg”。
轻轻地站在本体上进行测量。

选择         （男）或        （女），按下      
（设置）按钮。
确定性别。

按下     （电源）按钮。
此时将显示选择用户号的画面。

轻轻地站在本体上进行测量。

     或     按下 按钮，选择            ，按下
     （设置）按钮。
此时将变为来宾模式。

选择用户号（闪烁的编号），并按下      
（设置）按钮。
确定选择的用户号，并显示 “0.00kg”。

根据输入的数据，“性别”将会点亮，在
按“生年月日”→“年龄”→“身高”的顺
序显示后，显示“0.00kg”。

显示出生日期，按下      （设置）按钮。
确定出生日期。

选择         （男）或        （女），按下      
（设置）按钮。
确定性别。

①内脏脂肪水平 ②与上次之差 ③BMI ⑦基础代谢⑥骨量④体脂肪率 ⑤骨骼肌率
※在各设置画面上不活动状态持续约

30 秒后，将自动变为电源 OFF。
※在设置过程中变为电源 OFF 时，请从最

初开始重新操作。

※就各测量项目设置测量范围。偏离了测量范围时，将显示 (     ) 或 (      )。

抱着婴儿或宠物一起平稳地站到本
体上。
数字闪烁 2次后确定。

显示测量结果。

暂时走下本体。 
自动激活婴儿体重功
能，显示 “0.00kg”。
自己单独平稳地站到本体上。 
测量开始。
请保持竖直的身姿直到测
量结束。
数字闪烁 2次确定后，抱
着测量过的婴儿或宠物的
体重会显示出来。 

确认电源没有接通，并按     （体重模
式）按钮。
显示 “0.00kg”。
平稳地站在本体上。 
测量开始。
请保持竖直的身姿直到
测量结束。

如果抱着婴儿或宠物站在本体上，您会
不容易看到自己的双脚。请注意避免站
立位置偏向本体的一端。否则可能会摔
倒受伤。

②的测量结果显示后，如果 30 秒内没有
走下本体，或走下本体并显示 “0.00kg”
后，在无操作状态下经过约 3 分钟，电源
会自动关闭。

确认电源没有接通，并按    （体重模
式）按钮。
显示 “0.00kg”。

以体重模式进行测量时，将不会测量内脏脂
肪水平或体脂肪率等身体组成。测量身体组
成时，请注册用户信息后进行测量，或在来
宾模式下进行测量。

使用婴儿体重功能进行测量
（测量婴儿或宠物的体重）

只测量体重

站在本体上时，会持续显示测量结果。
经过 30 秒后，电源会自动关闭。
走下本体将自动激活婴儿体重功能，
显示 “0.00kg”。

水平 判断
1～ 10 标准

11～ 14
高①
～稍高～

15～ 18
高②
～高～

19～ 30
高③
～明显高～

判断的理解方式
内脏脂肪的储存水平不高。今后也要注意均衡的饮食和适度的运动。
内脏脂肪的储存水平稍高。改变以前的生活习惯，注意养成均衡的饮
食和适度的运动习惯。
内脏脂肪的储存水平高。首先注意不要过度饮食，吃七～八分饱即可。
如果感觉身体变轻了，可以努力加强锻炼。

内脏脂肪的储存水平明显高。改变生活习惯，改掉过度饮食的坏习惯，
改为吃六～七分饱。如果您有什么担心之处，请向医生咨询。

症状 □请确认
显示单元的“ ”点亮

□ 请对调或更换电池。
此时将显示“ ”（错误）

此时将显示“ ”（错误） □ 是否是在自动校正（ ）过程中站上去了？
□ 是否在测量中移动了？站立位置和姿势是怎样的？
□ 脚底是不是太脏了？
□ 是否穿着袜子进行了测量？在测量中显示“ ”（错误）

※在各设置画面上不活动状态持续约
30 秒后，将自动变为电源 OFF。

※在设置过程中变为电源 OFF 时，请从最
初开始重新操作。

①内脏脂肪水平 ②与上次之差 ③BMI ⑦基础代谢⑥骨量④体脂肪率% ⑤骨骼肌率%

※就各测量项目设置测量范围。偏离了测量范围时，将显示 (     ) 或 (      )。

■测量结果的确认



身體成份分析儀

使用說明書
HCS-FS02 系列

安全指引

危險 警告

請勿同時與下述醫療電子設備一同

使用。

請勿自行判斷測量結果（或根據測量結果制定相應運動計畫等）。

自行決定減重或使用運動療法或會損害身體健康。請務必遵循合資

格專家的建議。

請勿踩踏分析儀的末端、跳上分析儀或於分析儀上跳動。你或會因

而摔倒或滑倒，導致重傷。

請勿在瓷磚或潮濕地板等容易滑倒的地方使用分析儀。你或會因而

摔倒或滑倒，導致重傷。另外，上述環境或會導致分析儀進水，引

起故障。

請勿改裝、拆卸或嘗試修理分析儀。此舉或會引起意外事故或其他

問題。

請勿同時使用不同種類的電池或混用新舊電池。此舉或會導致電池

洩漏及機器故障。

(1) 起搏器及其他植入式醫療電子設備
(2) 心肺機及其他人工維持生命之醫療
 電子設備

(3) 心電圖機及其他穿戴型醫療電子
 設備

本分析儀會發出通過全身的微弱電流，

或會令上述設備故障，引起意外或嚴重

傷害。
•

•
•

•

•

•

設置地區編號

規格 * 請注意，設置資料中的所有規格，除「重量」外，均根據重量或阻力值計算。BMI 為計算值。

最大體重測量值 約 150 kg
2.5~100 kg：50 g    100 kg~：100 g
2.5~75 kg：± 100 g    75~100 kg：± 150 g    100~150 kg：± 300 g
重量比較 -9.9~9.9 kg：100 g *與前次量重比較

0.1
0.1%
9 級

9 級
1~30
6 級
0.1kg
500~3000 kcal/天：1kcal
5 個地區
2017/1/1 至 2050/12/31
0：00~23：59  24 小時制
4 人
1900/1/1 至 2040/12/31
男/女

100.0~250.0 cm：0.5 cm

5~75%：0.1%

BMI
體脂率

體脂率標準
骨骼肌率
骨骼肌率標準
內臟脂肪水平

內臟脂肪水平標準

骨量
基礎代謝率

地區/區域

日期

時間
可儲存用戶
出生日期

性別
身高

三節 DC4.5V / AAA 乾電池
0~40°C，相對濕度低於 90%
約 1.0 kg（不含電池）
約為 長 270 × 寬 230 × 高 23 mm
三節 AAA 電池（R03）

承重能力

重量遞增單位

測量單位

設置

耗電量

工作溫度及濕度範圍

重量
尺寸

試樣電池

長按    （電源）按鈕，直至「地域（地區）」編號閃爍。

  首次開啟分析儀時或更換電池後，請長按    （電源）按鈕，進入地區設

定頁面。如需變更地區編號，請長按開啟分析儀的    （電源）按鈕。

地

區

地

區

按下     （設置）按鈕，即可設置地區編號。

零件名稱

顯示屏

電極 電極

電池蓋

操作部分 電池更換提醒
（僅在必須更換電池時亮起。）

操作確認顯示

（按下操作按鈕時亮起。）

顯示屏

水平顯示（顯示分析結果。）

低 標準 高

電源開關
（用作開啟或關閉電源。踏上分析儀亦可直
接開啟電源。在此情況下，分析儀將自動識
別用戶編號。）

（長按可快進。）

（長按可快退。）

（適用於測量個人體重，
或嬰兒或寵物的體重。）

（用作註冊、修改或變更用戶。按下可進行各種設置。
長按可返回前一設置。）

左按鈕（倒退）

體重模式按鈕

右按鈕（前進）

設置按鈕

使用分析儀

放入電池

反轉分析儀，向箭頭指示方向按壓電池

蓋，將其取下。

請將分析儀放置在堅硬平面上，如木地板。

請勿將分析儀放置在下述地方上，否則測量值或會出現誤差。

確認正負極（  /  ）後放入內附的 3 粒 AAA 
乾電池。有彈簧的一側為負極（ ）。

裝回電池蓋。

放置分析儀

 傾斜的地板

 柔軟表面，如地毯上

只測量個人體重。測量方法請參照下頁。

測量嬰兒或寵物的體重

測量個人體重

顯示第 1 次和第 2 次測量的體重差異即可得知嬰兒或寵物的體重。測量方法請參照下頁。

分析儀可透過以下 3 種方式進行測量。

測量身體成份

自動識別用戶後進行測量

站上分析儀即可接通電源，開始測量。分析儀會從用戶記錄中自動識別測量者，並記錄測

量結果。（僅適用於已指定用戶編號，並曾進行至少一次測量的情況。）

在電源關閉的狀態下站上分析儀 測量中 顯示用戶編號

選擇用戶編號後進行測量

以訪客模式進行測量

選擇用戶編號，然後進行測量。相比自動識別用戶，分析儀能更準確地提取用戶資料，然

後顯示測量結果。用戶註冊及測量方法請參照下頁。

適用於測量未有註冊的用戶，但測量值不會被記錄。測量方法請參照下頁。

收納期間分析儀直立放置

分析儀曾被拿起或移動

0.00kg 自動調整及校正功能 測量值明顯錯誤時，請在進行以下操作後重新測量。

按下    （設置）按鈕。

體重

確認屏幕顯示“0.00kg”。

按下   （電源）按鈕，切斷

電源。 

將分析儀放置在堅硬平面上。

按下   （電源）按鈕或    （設置）按鈕。

確認屏幕顯示“          ”。當屏幕顯示

“          ”時，請勿在分析儀上放置物

品或按壓分析儀。

站上分析儀即可接通電源，開始測量。因此分析儀在電

源關閉期間會自動調整數值至 0.00kg。以下情況或會影

響自動校正功能。在使用分析儀之前，請將之放置在堅

硬表面，並確保分析儀上沒有放置任何物品，然後按下    

   （電源）或    （設置）按鈕。

收納期間分析儀上放有物品

僅限在香港地區使用。*

▷ ◁

•
•

 

        
    

 

    
 

     

     

 

 

  

 

 

• 

• 

• 

身體成份分析儀

使用說明書
HCS-FS02 系列 * 僅限在香港地區使用。

危險 警告

地理位置及經緯度均會對重力造成影響，所以你應選擇適當的地區編號，以獲取最準確的測量結果。 

由於本產品專為日本國內使用而設，所以地區選擇未必適用於所有國家。地區設定造成的測量偏差為

最多加減 100g。香港的地區編號為 5。

自動識別用戶後進行測量

選擇用戶編號後進行測量

以訪客模式進行測量

按下    或    按鈕，選擇地區編號。



確認分析儀為關閉狀態，然後按下體重    
   （模式）按鈕。

選擇“   男”（男）或“   女”（女），

然後按下    （設置）按鈕。

如何理解測量標準

使用方法 * 在首次啟動及更換電池後，必須設置地區、日期及時間。

: 用戶

: 年齡

: 出生日期

: 地區

: 身高

: 歲
: 年（出生日期）

: 訪客

: 男

: 女

: 更改

: 刪除

: 體重模式

: 與上次測量之差異
  
  

: 月

: 日

: 低

: 標準

: 高

: 體重指數

: 體脂肪率%
: 骨骼肌率%
: 骨量

: 基礎代謝率

: 內臟脂肪水平

註冊用戶

查看測量結果

以訪客模式進行測量

了解內臟脂肪水平標準
測量個人體重

水平 分析 如何理解分析結果

1 ~ 10 正常        

11 ~ 14  
 

15 ~ 18 
       

      
 

19 ~ 30 
 

     
  

: 
  

(1) 內臟脂肪水平 (2) 與上次測量之差異 (3) BMI (7) 基礎代謝(6) 骨量(4) 體脂肪率% (5) 骨骼肌率%

* 各測量項目均設有測量範圍。當項目數值超出測量範圍時，屏幕將顯示    或   。

離開分析儀。

     
屏幕顯示“0.00kg”。

出生日期 月 日

年

身高

年齡
歲

用戶編號已確認。

出生年份已確認。

出生月份已確認。

出生日期已確認。

性別已確認。
按下    （電源）按鈕。

按下    （電源）按鈕。

分析儀進入訪客模式。

年齡已確認。

性別已確認。

     
屏幕顯示“0.00kg”。

問題 解決方法 

  
 

屏幕出現“          ”（錯誤） 

屏幕出現“          ”（錯誤）  
     

 

  

測量時屏幕出現“          ”（錯誤） 

排解疑難

ELECOM CO.,LTD. 
www.elecom.co.jp/global/
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體重差異

確認分析儀為關閉狀態，然後長按    

（設置）按鈕。

選擇用戶編號（閃爍中的號碼），然

後按下    （設置）按鈕。

選擇出生日期，然後按下    （設置）按鈕。

選擇出生年份，然後按下    （設置）按鈕。

選擇“   男”（男）或“   女”（女），

然後按下    （設置）按鈕。

選擇出生月份，然後按下    （設置）按鈕。

屏幕將顯示選擇用戶編號的畫面。

選擇用戶身高，然後按下    （設置）

按鈕。

身高已確認，屏幕轉至確認設置內容

的畫面。

身高設置以 0.5cm 為單位。

根據輸入的數據，「性別」閃爍，然後

「出生日期」、「年齡」及「身高」順

序顯示後，屏幕顯示“0.00kg”。

指定用戶編號後進行測量

此時屏幕將顯示用戶編號選擇畫面。

選擇用戶編號（閃爍中的號碼），並

按下    （設置）按鈕。

所選用戶編號已確認，屏幕顯示
“0.00kg”。

小心地踏上分析儀，開始測量。

此時屏幕將顯示用戶編號選擇畫面。

按下     或     按鈕選擇         （訪

客），然後按下    （設置）按鈕。

選擇訪客年齡，然後按下    （設置）

按鈕。

選擇用戶身高，然後按下    （設置）

按鈕。

身高已確認，屏幕轉至確認設置內容的

畫面。

身高設置以 0.5cm 為單位。

根據輸入的數據，「性別」閃爍，然後

「年齡」及「身高」順序顯示後，屏幕

顯示“0.00kg”。

小心地踏上分析儀，開始測量。

* 

* 

如設置畫面在 30 秒內未有收到指令，

分析儀將自動關閉。

如分析儀在設置期間關閉，用戶需重新

輸入設置。

使用嬰兒測重功能進行測量

（測量嬰兒或寵物的體重）

抱着嬰兒或寵物小心地踏上分析儀。

數字閃爍 2 次後顯示最終數值。

嬰兒測重功能自動開
始，屏幕顯示
“0.00kg”。

獨自小心踏上分析儀。

測量開始。請保持靜止直
立，直到測量結束。
數字閃爍 2 次後顯示最終
數值。屏幕顯示數值為嬰
兒或寵物的體重。

抱着嬰兒或寵物站在分析儀上時，
你或無法低頭查看腳下。請避免站
於分析儀的末端，否則你或會摔倒
受傷。

在     提及的測量完成後，如果你未於

30 秒內離開分析儀，或分析儀在顯示

“0.00kg”期間的 3 分鐘內未有收到指

令，分析儀會自動關閉。 

確認分析儀為關閉狀態，然後按下體重
   （模式）按鈕。

小心踏上分析儀。
測量開始。請保持
靜止直立，直到測
量結束。

屏幕顯示測量結果。

站在分析儀上期間，屏幕會持續顯示測

量結果。30 秒後分析儀會自動關閉。

離開分析儀後，嬰兒測重功能自動開

始，屏幕顯示“0.00kg”。

以體重模式進行測量時，分析儀不會測
量內臟脂肪水平或體脂肪率等身體成
份。如需測量身體成份，請先輸入用戶
資料，或在訪客模式下進行測量。

高 (1)
- 稍高 -

高 (2)
- 高 -

高 (3)
- 很高 -

內臟脂肪的儲存水平不高。繼續注意均衡飲食及進行適量運動。

內臟脂肪的儲存水平稍高。改變目前的生活模式，養成均衡飲食和適量運
動的習慣。

內臟脂肪的儲存水平為高。注意不要過度飲食，嘗試只吃七至八分飽。感
覺身體變輕後可嘗試進行運動。

內臟脂肪的儲存水平很高。改變目前的生活模式，不要過度飲食，嘗試只
吃六至七分飽。如有疑慮請咨詢醫生的專業意見。

更換電池。

你有否在自動校正期間（     ）踏上分析儀？

你的腳板是否不潔？
你有否在測量期間脫下襪子或鞋履？

你有否在測量期間保持靜止？你的站立位置及姿態是否正確？

如有任何查詢，日本地區以外的客戶應聯繫所在地區的零售商。針對購買或使用本產品的查詢，“ELECOM CO., LTD. (Japan) ”
並未為日本地區以外的客戶提供任何客戶服務支援。本產品僅提供日語版本。產品更換受 Elecom 的保養條款約束，不適用於日
本以外的地方。

屏幕出現“     ”
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使用說明書、安全資訊及條例規範

©2017 ELECOM Co., Ltd. 版權所有

•
•

•

•

•  

本使用說明書的版權歸 ELECOM CO., LTD. 所有。

未經 ELECOM 書面許可，不得複印/翻印本說明書的任何或全部內容。

為改善產品質素，本產品的規格或外觀或會隨時變更，恕不另行通知。

本產品部件屬於戰略物資或服務範疇，如要出口，必須根據外匯及外貿管制法律取得出口

或服務貿易許可。

對於因使用本產品而對其他設備造成的損壞或故障，ELECOM 概不承擔任何責任。

身體成份分析儀
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